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I-40 Series

Wet Cleaning / Dry Cleaning Technical Features 
	  
	  
	I-40

	LOAD CAPACITY
	Lbs
	40

	BASKET
	
	

	Volume
	cu ft
	14.11

	Diameter
	inches
	39.4

	Depth
	inches
	20

	Wash speed
	rpm
	10 / 50

	Extract speed
	rpm
	300 / 550

	Door opening
	inches
	20

	TANKS
	
	

	Useful volume tank 1
	gal
	29

	Useful volume tank 2
	gal
	44

	Useful volume tank 3
	gal
	36

	DUAL CARTRIDGE FILTER
	
	

	Volume Dual cartridge filter housing
	gal
	14.5

	Filtering surface
	ft2
	42

	POWER  (220 V – 3 ph – 60 Hz)
	
	

	Wash / Extract motor – with Inverter
	Hp
	7.5

	Solvent pump motor
	Hp
	1

	Water pump motor
	Hp
	0.55

	Fan motor
	Hp
	3

	Refrigerator compressor
	Hp
	7.5

	Working power (STEAM Machine) / cycle
	Kw
	3

	Power installed
	Kw
	14.5

	CONNECTIONS SUPPLY
	
	

	Compressed air inlet
	
	1/4”

	Water inlet
	
	1”

	Water outlet
	
	2”

	Steam heater inlet
	
	1/2”

	Dryer air inlet / outlet
	
	7.9”

	MACHINE WEIGHTS
	
	

	Empty machine weight
	lbs
	3,704

	Machine weight with solvent
	lbs
	4,488

	Static charge on the floor with solvent
	Ibs/ft2
	165

	Dynamic charge on the floor (+ 10%)
	Ibs/ft2
	270

	Packaged machine weight
	lbs
	4,136

	MACHINE DIMENSIONS
	
	

	(A) Width front Machine
	inches
	61

	(B) Depth
	inches
	87.4

	(C) Height with Fan
	Inches
	90.3

	(D) Height without Fan
	Inches
	82.5


Specifications subject to change without notice.
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